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Declaration of performance
Nr. 02017.002.20170615

1. Unique identification code of the product-type: Aluminum Paper Basic.

2. Type, batch or serial number or any other element allowing identification of the construction product

Product name Product number Sizes

Alumiinipaperi Basic 30 m2 06917 1,25 m x 24 m

Intended use: Flexible sheets for waterproofing. Plastic and rubber vapour control layers. EN 13984

4. Manufacturer: Tectis Oy
Mänkimiehentie 19, 02780 Espoo
tel: +358 9 4393 460
e-mail: info@tectis.fi
www.tectis.fi

6. System of assessment: AVCP 3 (EN 13984)

7. VTT Expert Services Oy (Notified Body 0809) performed an ITT under system 3 and issued a test report.

9. Declared performance

Essential characteristics Performance Harmonised 
technical 
specification

Reaction to fire Class E

EN 13984:2004

Resistance to water penetration Class Passed

Water vapour transmission (Sd) 710 (610...810) m

Impact resistance NPD 

Joint strength NPD

Maximum tensile force (MD)
Elongation at max. tensile force (MD)
Maximum tensile force (XD)
Elongation at max. tensile force (XD)

340 N/50mm ±5% 
1,8 % ± 5%
180 N/50mm ± 5%
4,5 % ± 5%

Resistance to tearing (MD)
Resistance to tearing (XD)

10 N ± 5% 
10 N ± 5% 

Durability
Water vapour resistance after artificial ageing 
(Sd)
Water vapour resistance against alkali

Passed
NPD

Dangerous substances None

10. The performance of the product identified in points 1 and 2 is in conformity with the declared performance in point
9. This declaration of performance is issued under the sole responsibility of the manufacturer identified in point 4.

Signed for and on behalf of the manufacturer by:

Espoo 15th of June 2017

_________________________
Thomas Virtanen
Managing director 
Tectis Oy

Tectis Oy, Mänkimiehentie 19
FIN-02780 Espoo, Finland
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